
                                                                                                                                                  
Lioris Crystaled  

Crystaled is retrofit Power LED lighting with various crystal shapes and colours. 
 
The Crystaled products are a new, innovative, and unique approach towards decorative lighting. 
The designers of Lioris have used brand new energy saving LED technology in creating a warm yet sparkling 
atmosphere that can be applied in both modern and classic environments.  
Using traditional Edison fittings, the Crystaled can be mounted in any armature with a screw type Edison 
fitting. With an energy consumption of only 3 Watt compared to a 10/15 Watt incandescent bulb and a 
predicted life-time of over 40.000 hours, this is a true “green” product. 
 
Crystaled has been designed by a  dutch company named Lioris b.v.  and contains several by Lioris patented 
technologies.There are 2 versions:  
 
Crystaled warm white 
By using the Lioris Dimswitch technology, the warm white version can be set into 4 preconfigured dim settings, 
which can be selected by switching the power off/on. The built in CPU will then show all 4 selectable settings 
consecutively.  
 
Crystaled colour 
The colour version, using the Lioris Colour switch technology,  has 16 selectable colours and 5 colour shifting 
programs. One or more Crystaleds will shift between 16 colours. Colour shifting can be set from  10 seconds to 
30 minutes. 
 

¶ Aluminium or gold/messing housing. 

¶ Edison screw type fitting. 

¶ Two crystal types 

¶ Warm white, 2700 Kelvin or 16 colors RGB 

¶ Built in CPU with memory 

¶ Long life-time of over 40.000 hours 

¶ Very low energy consumption of 3 Watt 

 
Base specifications 
Base Connector  E14, E27, E12, E26 
Material housing Aluminium housing, PMMA Crystal 
Color housing  Aluminium or Gold 
Light source  Warm white Cree or color HPL, 40.000 hours lifetime 
Voltage   180~240V AC 
Energy consumption 3 Watt 
Power Factor  0,80 
Grid frequency  50~60Hz 
CRI   80 
CPU   yes 
Approvals  CE, RoHS 
Operating temperature -20° C~+50° C 
Storage temperature -30° C~+60° C 
Operating humidity  30%~85% IP54  
Storage humidity 10%~90% 
Weight   48 g 
Diameter  036 mm 
Units/Packing`  ?? per carton 
Dimensions in mm 36x156 Crystal 2  
Dimensions in mm 36x124 Crystal 5  



                                                                                                                                                  

                   
 

 
  

 



                                                                                                                                                  
  

Dimensions   

Crystal 2 Crystal 5 



                                                                                                                                                  
Example: CLE14ACC230-2 
 
CL    = Crystaled    Position 1,2 
 
E14  = E14 fitting   Position 3,4,5 
E12 = E12 fitting 
E26 = E26 fitting 
E27 = E27 fitting 
 
A = Aluminium housing color Position 6 
G  = Gold housing color 
 
CC  = Color LED    Position 7,8 
WW  = Warm White LED 
 
230  = 230 Volt   Position 9,10,11 
110 =110 Volt 
 
-2  = Crystal 2   Position 12,13 
-5  = Crystal 5 
 
 
 
Article numbers     EAN-13 code                      
CLE14ACC230-2  8718182680003 

CLE14ACC230-5   n/a 
CLE14AWW230-2  8718182680010 

CLE14AWW230-5  8718182680027 

 CLE14GCC230- 2  8718182680034 

CLE14GCC230-5  n/a 
CLE14GWW230-2  8718182680041 

CLE14GWW230-5  8718182680058 

CLE27ACC230-2  8718182680065 

CLE27ACC230-5  n/a 
CLE27AWW230-2  8718182680072 

CLE27AWW230-5  n/a 
CLE27GCC230-2  8718182680089 

CLE27GCC230-5  n/a 
CLE27GWW230-2  8718182680096 

CLE27GWW230-5  n/a 

 
 
 
 

Lioris b.v.    Sales office 
Lange Broekstraat 3  Klaarwater 2 
4944 XH Raamsdonk  3871 KV Hoevelaken 
Nederland   Nederland 
www.lioris.eu 
info@lioris.eu 
 

TEL :  +31885400580 
FAX:  +31342461333 

http://www.lioris.eu/
mailto:info@lioris.eu

